
460
VentureTape® 460 is a 3.2-mil (206 µm) embossed vinyl coated with an aggressive acrylic 
pressure sensitive adhesive. Specifically designed for use as a seaming tape for vinyl faced 
fiberglass insulation, VentureTape® 460 applies easily and excels in demanding temperature 
and humidity applications, providing superior performance and durability over a wide range of 
conditions.

V I N Y L  S E A M I N G  T A P E

Specifically designed for seaming vinyl faced •	
fiberglass insulation
Bonds securely to its own backing, will not •	
shrink over time
Also excels in high heat and humidity •	
conditions
High performance seaming tape is ideal for •	
use on vinyl faced fiberglass insulation and 
water heater blanket insulation
Solvent acrylic adhesive performs well over a •	
wide temperature range
In stock product available for immediate •	
delivery

FEATURES & BENEFITS

PRODUCT CONSTRUCTION

Contact Venture Tape today for a complete 
list of products or a free sample
Toll Free North America 800-343-1076
From United Kingdom 0-800-962-957
From Australia 1-800-122-797
www.venturetape.com

USA
Venture Tape Corp.
30 Commerce Road
Rockland, MA  02370
781-331-5900
FAX 781-871-0065
www.venturetape.com

Europe - Venture Tape
Venture Tape Europe Corp.
1 Sopwith Way
Drayton Fields Industrial Estate
Daventry Northamptonshire, England NN11 8PB
(0) 1327 876555
FAX (0) 1327 876444

Australasia
Venture Tape Australasia, Pty., Ltd. 
11B Production Drive
Campbellfield, VIC 3061
Australia
(03) 9357 6025
FAX (03) 9357 6045

Embossed Vinyl

Solvent Acrylic Pressure Sensitive Adhesive

43# (70 GSM) Kraft Paper Liner

Typical values are not intended to be used for specification development. Technical data is believed to be 
true and accurate; Venture Tape recommends that the purchaser test for fitness of use in all applications.

PRODUCT CONFIGURATIONS
Available in White, Black and Grey•	
Standard size 3” x 50Y•	
Custom widths and lengths available, contact Venture Tape for specifications and requirements•	

Test Typical Value Test Method

Total Product Thickness
Thickness (Carrier)
Thickness (Adhesive)
Thickness (Liner)
Peel Adhesion
Shear Strength
Tensile Strength
Elongation
Minimum Continuous Temperature
Maximum Continuous Temperature
Maximum Intermitant Temperature

5.0 mils
3.2 mils
1.8 mils
3.1 mils
57 oz/in 
>4 hours

6.3 lb/in width
350%
15 ° F
260° F
300° F

PSTC-133
PSTC-133
PSTC-133
PSTC-133
PSTC-101
PSTC-107
PSTC-131
PSTC-131

205.7 microns
81.3 microns
45.7 microns
78.7 microns
15.8 N/25mm

>4 hours
28.1 N/25mm width

350%
-10 ° C
127° C
149° C

Typical Value
(Metric)


